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SOUND AND VIDED SPECIFICATIONS

KOMUNA

MIXING CONSOLES:

PA SYSTEM:

MONITORS:

MULTICORE:

FOH RACK:

DiGiCo S21

DiGiCo D2 stage rack

Allen & Heath GL2400-16
Behringer Xenyx 1204USB
(monitoring is done from FOH)

D&B Audiotechnik Q1 (4x)
D&B Audiotechnik Q-SUB (6x)

HK Audio CT 112 (8 monitor lines)
32 channels, 8 AUX

Waves MaxxBCL

TC Electronic M3000

Eventide Eclypse
TC Electronic D-Two

More info: www.kinosiska.si
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MICROPHONES:

DI:

VIDED SYSTEM:

Shure Beta 52

Shure Beta 91

Shure SM58-LC (2x)

Shure SM57 (16x)

Shure Beta 58A (6x)
Beyerdynamic Opus Drumset M (2 sets)
Rede NT5 (2x)

Rpde NT3 (2x)
Beyerdynamic TG-X 60 (5x)
Schoeps MK 4 (2x)
Audio-Technica AT8015 (4x)
Sehnheiser E 906 (2x)
Sehnheiser MD 441 (2x)
Electro-Voice RE20

DPA 4099 Touring Kit (4x)
DPA 2011C (2x)

Klark Teknik DN-100 (10x)
Radial ProD2 (2x)

Projector: Acer P1203, 3200 Imn

2/2

Projection surface: 3 x 2 m, front projection

More info: www.kinosiska.si
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